SP\ PCLP50, 80, 100
4" 1| ow Profile Premium Choice

(Low Profile Ceiling or Wall Mounted Ventilation Fans)

Performance
Static
Model CFM Pressure | Watts '(:’\‘,’I"I_‘;:; S::‘,?;f,@ AMPs
(in W.G.) )
PCLP50 50/35 0.1/0.25 25 120/60 0.4 .35
PCLP80 80/62 0.1/0.25 25 120/60 1.2 .35
PCLP100 | 100/80 0.1/0.25 25 120/60 20 4
* Energy Star qualified data based on tested air flow and power consumption.
Dimensions
Duct . . Cabinet Size .
Model | Dia. (sGr::i:clﬁzs) (in Inches) U“('Itb‘ggt'
(oval) Q- H
PCLP50 4’ 13x 14 10-1/4 10-1/4 3-3/4 7
PCLP80 4” 13x 14 10-1/4 10-1/4 3-3/4 7
PCLP100 4” 13x 14 10-1/4 10-1/4 3-3/4 7

Typical Specifications:
Ventilating fan shall be S&P PCLP50, PCLP80 or PCLP100 low profile fan suitable for ceiling or wall mounting. The fan
shall have a 5-year limited warranty. The fan shall be HVI Certified at 0.1 inch water gauge for CFM performance above.
The motor shall be ETL and cETL Listed with impedance protection plus additional thermal protection. The fan shall be
ENERGY STAR Qualified.

PCLP-Submittal_8-11-2014

ekitchensource.com
2 1.800.667.8721

@ \
sz.i" 2

-

ENERGY STAR

CERTIFIED

Soler&PaIau\

Ventilation Group



