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AB41 1470 

INSTALLATION INSTRUCTIONS 

INSTALLATION 

IMPORTANT: Recommended for professional installers only. The installer is responsible for installing the product safely. 

 

● The faucet main body is already assembled. Do not disassemble it. 

● Thoroughly clean the inside of all pipes with a cloth before installation.  

● Check all connections for leaks after installation.   

● Water pressure range 0.05 Mpa to 1 Mpa; water temperature range 39°F to 194°F (4°C to 90°C).  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Make a faucet hole. Remove the nuts (6) from 

the rods (5). Attach the rods (5) and supply hoses 

(7) to the main body (1). 

Insert the faucet through the faucet hole as 

shown in fig. 2. Install the 2-holes washer (3), 2-

holes gasket (4), and nuts (6) from the underside. 

DIMENSIONS 
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LEGAL DISCLAIMER:  

● This instruction guide is done as a public service to customers of Dawn Kitchen & Bath Products, Inc. (“Dawn”). For special situations or further assistance, please consult professionals.  

● All products should be inspected by customers upon receipt and before any installation. Any defective product should be reported immediately and should NOT be installed.   

● Requirements may vary for installation in a granite, marble, stone, or butcher block countertop.    

● Installation by professional installers is highly recommended. Dawn assumes no liability for any damages incurred through the use of information provided in this guide.  

Adjust the faucet to the desired position, and 

then tighten the nuts (6) with a spanner.  

Connect and tighten the supply hoses (7) to the 

water supply and flush to check for leaks. 

⇒ Pull the handle to the right for continuous water flow; push it back to turn the water off. 

⇒ Push the handle to the front for hot water and to the back for cold water. 


