Lumens
4ﬁ\slv\V%)ft 245:5%

(809 per meter)

COB FlexTape”

Chip on Board or “COB" LED tape is the latest advancement in tape
lighting. With diodes directly mounted on a printed circuit board and
a continuous fortified coating, this flexible, high density LED lighting
strip creates our Luniform look without dark spots - no covers or
filters needed!

Features:
New generation of tape lighting
115° beam angle
Available in 2700K, 3000K, 3500K, 4800K or 6500K
Wattage: 4.4W/ft. - 13' (4 m) roll
Cuttable every 11/16" (18 mm)
High-density lighting
Can be used with Infinex extrusions (sold separately)

Indoor use only
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Store fixtures
Edge lighting
Backlighting

________ Accent lighting
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(18 mm)
Toe kick
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3/8"
aomm) 4 6
(1.5 mm)
] T

Strong 300 LSE 3M™ adhesive backing
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COB FlexTape®

Typical Setup:
12VDC COB FlexTape®
Starter Cord
Mounting Block
(Included with power supply)
Controller Power Supply
(Rotary Dimmer shown) (18W Power Supply shown)
.Required
'Optinnal

Accessories:

A a4
Power Supplies Starter Cord Tee Starter Cord Controllers gack-tot-Back Tee Connector
see power supply L-LED-TPEPKT-2M-1 L-LED-TPEPKT-2M-TEE-1 see controller section onnector L-LED-TPELNK-TEE-1
section L-TPEPKT-2IN-1 L-XSBTB-1

Right Angle Connector Link Cord
L-LED-TPELNK-CON90-1 L-LED-TPELNK-5-1
L-LED-TPELNK-15-1
L-LED-TPELNK-25-1
L-LED-TPELNK-60-1
L-LED-TPELNK-120-1
L-LED-TPELNK-180-1
Specifications:

Max Per Max
Diode Life Power Supply Continuous Mounting  Warranty Beam Angle
60W (12vVDC) Run

Efficacy Input
(lm/W) Voltage

Wattage Lumens

4.4W/ft. 245 per ft.

(4.5W/m) (809 per m) 12vDC | 50,000 Hours 13'(Gm) Surface

Photometric Data Color Temperature

Height Light Output Beam Area Warm White | Warm to Neutral I Cool White Daylight
1ft 74.7Fc 37ftLx10.9ft W
(3m) (8041x) (94mLx33mW) O O O O O
3ft 8.3Fc 9.3ftLx326ftW
(9m) (89.3x) (28mLx99mw) -
2700K 3000K 4500K 5500K 6500K

6ft 2.07Fc 18.6ft Lx65.2ft W A A A A A
1.8 22.31x A
gem- ) G/mbsemin Warm  Warm  Neutral Cool Daylight

(2700K)  (3000K) (3500K) (4800K) (6500K)

L-FLXCOB12-48RV-1 Tested
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COB FlexTape®

Chip on Board or “COB" LED tape is the latest advancement in tape
lighting. With diodes directly mounted on a printed circuit board and
a continuous fortified coating, this flexible, high density LED lighting
strip creates our Luniform look without dark spots - no covers or
filters needed!

Features:
New generation of tape lighting
115° beam angle
Available in 2700K, 3000K, 3500K, 4800K or 6500K
Wattage: 5.5W/ft. - 16.4' (5 m) roll
Cuttable every 1-1/2" (38 mm)
High-density lighting
Can be used with Infinex extrusions (sold separately)

Indoor use only

Typical Applications:
Store fixtures
Cuttable every Edge lighting
1-1/2"
(38 mm) Backlighting

Accent lighting

________ Cove lighting
Toe kick
. Soffit
Encapsulated diodes are protected from ,-‘ 570
splashes, dust and moisture. c @ us (e LUNFoRM YRR
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Dimensions:
1-1/2"

| (38 mm) | 3/8"

[ | (10 mm)
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Sold by the roll
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Strong 300 LSE 3M™ adhesive backing
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COB FlexTape®

Typical Setup:

24VDC COB FlexTape®

24VDC Starter Cord
24VDC Adaptor
(Barrel to AMP Adaptor)
Controller
(Rotary Dimmer shown)
@ Required
Eq,ulre Power Supply

 optional (96W 24VDC Power Supply shown)

Accessories:

Power Supplies 24VDC Starter Cord 24VDC Tee Controllers Back-to-Back Link Cord Right Angle Tee Connector
see power supply L-24B2SPKT-2M-1 Starter Cord see controller section ~ Connector L-LED-TPELNK-5-1 Connector L-LED-TPELNK-TEE-1
section L-24B2SPKT-2M-TEE-1 L-XSBTB-1 L-LED-TPELNK-15-1  L-LED-TPELNK-CON90-1

L-LED-TPELNK-25-1
L-LED-TPELNK-60-1

Specifications: L-LED-TPELNK-120-1
L-LED-TPELNK-180-1

Max Per Max
Diode Life Power Supply Continuous Mounting  Warranty Beam Angle
Voltage
96W Run

Efficacy Input
Wattage Lumens (Im/W)

Surface 5year

5.5W/ft. 420 per ft . 24yDC | 50,000 Hours 16.4' (5 m)

(181W/m) | (1386 per m) 16.4' (5 m)

Photometric Data Color Temperature

Height Light Output Beam Area Warm White | Warm to Neutral I Cool White Daylight
1ft 123Fc 37ftLx85ft W
(3m) (13241x) (94mLx26mW) ®) (@) O e) (@)
3ft 13.6Fc 9.3ft Lx32.6ft W I
(9m) (146.31x) (29mLx7.8mW)

2700K 3000K 4500K 5500K 6500K
6ft 3.41Fc 18.7ftLx51.2ft W A A A A A
1.8 36.7Ix 1
(em L ) B/mbxBemin) Warm Warm  Neutral Cool

(2700K)  (3000K) (3500K) (4800K)

L-FLXCOB24-48RU-1 Tested
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