1 ea. - Mounting Board

2 ea. - Mounting Brackets
|
A E

1 ea - Range Hood
Liner

1 ea - Signature Series Range Hood

(Sold Separately)

i

2 ea - Chimney Mounting Boards

"

1 ea - Signature Series Chimney

%

Step 1.

Screw mounting plate to wall

USING OUR
PATENT
PENDING
DESIGN

Step 4:
Hang the liner/bracket assembly on the
mounting plate (make all electrical and
ventilation connections at this point)

SteE 7:
If using a chimney (sold

separately) mount blocks to wall

Range Hoods

Hood Installation

CHIMMEY
( SOLD SEPARATELY )

RANGE HOOD WITH LINER
( SOLD SEPARATELY )

BROAN RHVEBINSS  BLOWER
( SOLD SEPARATELY )

METAL GRILLE

ADJUSTABLE COLLAR
ANGLE BOOT

\\ M

—
7° ROUND PIPE

7" X 6" REDUCER

CHARCOAL FILTERS

Step 2:
Assemble blower unit (sold
separately) to metal liner

Step 3:

Fasten metal mounting
brackets to liner

Step S:
Slip the wood range hood on top
of the mounting plate

Step 8:

Snap chimney in place

Step 6:

Fasten wood range hood to
liner with (4) screws
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