
Wall Mount 
For use with In‐Line Blowers 

WALL MOUNT  MODEL 

 18” High ‐ 24" Depth 
 

8” Duct 
WH1936B‐8‐SS 
WH1942B‐8‐SS 
WH1948B‐8‐SS 
WH1954B‐8‐SS 
WH1960B‐8‐SS 

 
10” Duct 

WH1936B‐K‐SS 
WH1942B‐K‐SS 
WH1948B‐K‐SS 
WH1954B‐K‐SS 
WH1960B‐K‐SS 

FEATURES: 
 
 304 Marine Grade Stainless Steel. 
 Variable Controls. 
 Filters: Stainless Steel Baffle 
 Front Panel Lighting: LED bulbs included. 
 Electrical:  115 AC, 60 Hz, 9 Amps. For proper installation, 

unit must be hard wired. Suggested use with 15 Amp 
Circuit. 

 
OPTIONS: 
 

 Available in 18‐1/8” Depth.   

 Custom Sizes Available. 
 

 



Wall Mount Specifications 

WH1900B‐8 

WH1900B‐K 

35-13/16”, 41-13/16”, 47-13/16”, 53-13/16” & 59-13/16” 
(+/- 1/16”) 

35-13/16”, 41-13/16”, 47-13/16”, 53-13/16” & 59-13/16” 
(+/- 1/16”) 


